Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric, down | 80 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 65 67 68 69
Total Lumens, 4’ rail length (1219mm) 1919 1979 2020 2060
Lumens per foot (305mm) 480 495 505 515
Lumens per foot UP (305mm) 346 357 364 371
Lumens per foot DOWN (305mm) 134 138 141 144
Input Power (W), 4’ rail length (1219mm) 29.9 29.9 29.9 29.9
Watts per foot (305mm) 7.5 7.5 7.5 7.5
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric, down | 80 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 80 83 84 86
Total Lumens, 4’ rail length (1219mm) 3837 3958 4039 4120
Lumens per foot (305mm) 959 990 1010 1030
Lumens per foot UP (305mm) 692 714 728 743
Lumens per foot DOWN (305mm) 268 276 282 287
Input Power (W), 4’ rail length (1219mm) 481 481 48.1 48.1
Watts per foot (305mm) 121 121 121 121
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric down | 80 CRI | HO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 75 77 78 80
Total Lumens, 4’ rail length (1219mm) 7291 7521 7674 7828
Lumens per foot (305mm) 1823 1880 1919 1957
Lumens per foot UP (305mm) 1314 1356 1383 1411
Lumens per foot DOWN (305mm) 509 525 535 546
Input Power (W), 4’ rail length (1219mm) 98.4 98.4 98.4 98.4
Watts per foot (305mm) 24.7 24.7 24.7 247
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric down | 90 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 56 58 59 60
Total Lumens, 4’ rail length (1219mm) 1654 1706 1741 1776
Lumens per foot (305mm) 413 427 435 444
Lumens per foot UP (305mm) 298 308 314 320
Lumens per foot DOWN (305mm) 115 119 122 124
Input Power (W), 4’ rail length (1219mm) 29.9 29.9 29.9 29.9
Watts per foot (305mm) 7.5 7.5 7.5 7.5
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric down | 90 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-G1S52-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 69 72 73 74
Total Lumens, 4’ rail length (1219mm) 3308 3412 3482 3552
Lumens per foot (305mm) 827 853 871 888
Lumens per foot UP (305mm) 596 615 628 640
Lumens per foot DOWN (305mm) 231 238 243 248
Input Power (W), 4’ rail length (1219mm) 48.06 48.06 48.06 48.06
Watts per foot (305mm) 121 121 121 121
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

DoubleBox"

107 | 120° Batwing, up | 60° Symmetric down | 90 CRI | HO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 64 66 68 69
Total Lumens, 4’ rail length (1219mm) 6285 6484 6616 6748
Lumens per foot (305mm) 1571 1621 1654 1687
Lumens per foot UP (305mm) 1133 1169 1193 1216
Lumens per foot DOWN (305mm) 438 452 462 471
Input Power (W), 4’ rail length (1219mm) 98.44 98.44 98.44 98.44
Watts per foot (305mm) 24.7 24.7 24.7 247
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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