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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 80 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-35-U1S7-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 98 101 103 105
Total Lumens, 4’ rail length (1219mm) 2999 3094 3157 3220
Lumens per foot (305mm) 750 773 789 805
Lumens per foot UP (305mm) 433 446 455 465
Lumens per foot DOWN (305mm) 317 327 334 340
Input Power (W), 4’ rail length (1219mm) 30.8 30.8 30.8 30.8
Watts per foot (305mm) 7.8 7.8 7.8 7.8
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 80 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-SO-35-U1S7-0-AL / WH-X

2700K

Efficacy - Lumens per Watt 117
Total Lumens, 4’ rail length (1219mm) 5998
Lumens per foot (305mm) 1499
Lumens per foot UP (305mm) 865
Lumens per foot DOWN (305mm) 634
Input Power (W), 4’ rail length (1219mm) 51.4
Watts per foot (305mm) 12.9
CRI 85

3000K
121
6187
1547
893
654
51.4
12.9
85

3500K
123
6314
1578
911
668
51.4
12.9
85

4000K
126
6440
1610
929
681
51.4
12.9
85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 80 CRI | HO

707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-35-U1S7-0-AL / WH-X

2700K
Efficacy - Lumens per Watt 107
Total Lumens, 4’ rail length (1219mm) 11396
Lumens per foot (305mm) 2849
Lumens per foot UP (305mm) 1644
Lumens per foot DOWN (305mm) 1205
Input Power (W), 4’ rail length (1219mm) 107.2
Watts per foot (305mm) 26.8
CRI 85

3000K
110
11756
2939
1696
1243
107.2
26.8
85

3500K

112

11996

2999
1731
1268
107.2
26.8
85

4000K
115
12236
3059
1677
1229
107.2
26.8
85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 90 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-359-U1S7-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 84 87 89 93
Total Lumens, 4’ rail length (1219mm) 2585 2667 2721 2776
Lumens per foot (305mm) 646 667 680 694
Lumens per foot UP (305mm) 373 385 393 400
Lumens per foot DOWN (305mm) 273 282 288 294
Input Power (W), 4’ rail length (1219mm) 30.8 30.8 30.8 30.8
Watts per foot (305mm) 7.8 7.8 7.8 7.8
CRI* 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 90 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-S0O-359-U1S7-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 101 104 106 110
Total Lumens, 4’ rail length (1219mm) 5171 5334 5443 5552
Lumens per foot (305mm) 1293 1333 1361 1388
Lumens per foot UP (305mm) 746 769 785 801
Lumens per foot DOWN (305mm) 547 564 576 587
Input Power (W), 4’ rail length (1219mm) 51.4 51.4 51.4 51.4
Watts per foot (305mm) 12.9 12.9 12.9 12.9
CRI* 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.

* R9: ~74 @ 3500K IES Report + 1
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ZipThree® | Ceiling Cable | 707 | Symmetric, up | 80° Symmetric, down | 90 CRI | HO

707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-359-U1S7-0-AL / WH-X

2700K

Efficacy - Lumens per Watt 92
Total Lumens, 4’ rail length (1219mm) 9824
Lumens per foot (305mm) 2456
Lumens per foot UP (305mm) 1417
Lumens per foot DOWN (305mm) 1039
Input Power (W), 4’ rail length (1219mm) 107.2
Watts per foot (305mm) 26.8
CRI* 96

3000K
95
10134
2534
1462
1072
107.2
26.8
96

3500K
97
10341
2585
1492
1093
107.2
26.8
96

4000K
101
10548
2637
1446
1060
107.2
26.8
96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.

*R9: ~74 @ 3500K
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