3 Adaptive architectural lighting systems

IES Report
ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 80 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-35-U152-0-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 78 80 82 84
Total Lumens, 4’ rail length (1219mm) 2382 2457 2507 2557
Lumens per foot (305mm) 595 614 627 639
Lumens per foot UP (305mm) 406 419 428 436
Lumens per foot DOWN (305mm) 189 195 199 203
Input Power (W), 4’ rail length (1219mm) 30.8 30.8 30.8 30.8
Watts per foot (305mm) 7.8 7.8 7.8 7.8
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 80 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-SO-35-U1S2-0-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 93 96 98 100
Total Lumens, 4’ rail length (1219mm) 4764 4914 5014 5115
Lumens per foot (305mm) 1191 1228 1254 1279
Lumens per foot UP (305mm) 813 838 855 873
Lumens per foot DOWN (305mm) 378 390 398 406
Input Power (W), 4’ rail length (1219mm) 51.2 51.2 51.2 51.2
Watts per foot (305mm) 12.9 12.9 12.9 12.9
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 80 CRI | HO

707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-35-U1S2-0-BL-X

2700K

Efficacy - Lumens per Watt 85
Total Lumens, 4’ rail length (1219mm) 9051
Lumens per foot (305mm) 2263
Lumens per foot UP (305mm) 1544
Lumens per foot DOWN (305mm) 719
Input Power (W), 4’ rail length (1219mm) 107.2
Watts per foot (305mm) 26.8
CRI 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
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laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
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Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report
ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 90 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-359-U152-0-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 67 69 71 72
Total Lumens, 4’ rail length (1219mm) 2053 2118 2161 2205
Lumens per foot (305mm) 513 530 540 551
Lumens per foot UP (305mm) 350 361 369 376
Lumens per foot DOWN (305mm) 163 168 172 175
Input Power (W), 4’ rail length (1219mm) 30.8 30.8 30.8 30.8
Watts per foot (305mm) 7.8 7.8 7.8 7.8
CRI* 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.

* R9: ~74 @ 3500K IES Report + 1
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3 Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 90 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-SO-359-U152-0-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 81 83 85 87
Total Lumens, 4’ rail length (1219mm) 4106 4236 4323 4409
Lumens per foot (305mm) 1027 1059 1081 1102
Lumens per foot UP (305mm) 701 723 737 752
Lumens per foot DOWN (305mm) 326 336 343 350
Input Power (W), 4’ rail length (1219mm) 51.2 51.2 51.2 51.2
Watts per foot (305mm) 12.9 12.9 12.9 12.9
CRI* 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.

* R9: ~74 @ 3500K IES Report + 1
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3 Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | 60° Symmetric, down | 90 CRI | HO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-359-U1S2-0-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 73 76 77 79
Total Lumens, 4’ rail length (1219mm) 7802 8049 8213 8377
Lumens per foot (305mm) 1951 2012 2053 2094
Lumens per foot UP (305mm) 1331 1373 1401 1358
Lumens per foot DOWN (305mm) 619 639 652 632
Input Power (W), 4’ rail length (1219mm) 107.2 107.2 107.2 107.2
Watts per foot (305mm) 26.8 26.8 26.8 26.8
CRI* 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |ES File Finder page on vode.com.

* R9: ~74 @ 3500K IES Report + 1
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