¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 80 CRI | LO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 93 96 98 98
Total Lumens, 4’ rail length (1219mm) 1285 1326 1353 1353
Lumens per foot (305mm) 321 331 338 338
Input Power (W), 4’ rail length (1219mm) 13.8 13.8 13.8 13.8
Watts per foot (305mm) 3.5 3.5 3.5 3.5
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 80 CRI | SO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 108 111 114 114
Total Lumens, 4’ rail length (1219mm) 2570 2651 2705 2705
Lumens per foot (305mm) 642 663 676 676
Input Power (W), 4’ rail length (1219mm) 23.9 23.9 23.9 23.9
Watts per foot (305mm) 6.0 6.0 6.0 6.0
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 80 CRI | HO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 100 103 105 105
Total Lumens, 4’ rail length (1219mm) 4883 5037 5140 5140
Lumens per foot (305mm) 1221 1259 1285 1285
Input Power (W), 4’ rail length (1219mm) 491 491 491 491
Watts per foot (305mm) 12.3 12.3 12.3 12.3
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 90 CRI | LO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 81 83 85 86
Total Lumens, 4’ rail length (1219mm) 1108 1143 1166 1178
Lumens per foot (305mm) 277 286 292 294
Input Power (W), 4’ rail length (1219mm) 13.8 13.8 13.8 13.8
Watts per foot (305mm) 3.5 3.5 3.5 3.5
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 90 CRI | SO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 93 96 98 99
Total Lumens, 4’ rail length (1219mm) 2215 2285 2332 2355
Lumens per foot (305mm) 554 571 583 589
Input Power (W), 4’ rail length (1219mm) 23.9 23.9 23.9 23.9
Watts per foot (305mm) 6.0 6.0 6.0 6.0
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | Diffuse | 90 CRI | HO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-1-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 86 89 91 92
Total Lumens, 4’ rail length (1219mm) 4209 4342 4431 4475
Lumens per foot (305mm) 1052 1086 1108 1119
Input Power (W), 4’ rail length (1219mm) 491 491 491 491
Watts per foot (305mm) 12.3 12.3 12.3 12.3
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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