
Zero Block™ for Single Arm

Technical Support: 707-996-9898

For use with System | 107

Mounts System | 107 end sections to surface. Allows direct 
feed to arm through female 1/2” NPT thread. Mounts to work 
surface or similar from 1/8” to 1-1/2” thick using a 3/8“ hole. 8” 
is required behind mounting surface for proper installation. 
Zero block cannot be adjusted after installation. 

®
Adaptive architectural lighting systems

PART NUMBER

DESCRIPTION

CAN-107-S-0B

Canopy, System LED 107, single arm, zero block
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Female 1/2” - 14 
NPSM Thread

O 1.5”
(38 mm)

0.6”
(15 mm)

3.1”
(79 mm)

0.87”
(22 mm)

O 1”
(25 mm)

O 0.4”
(10 mm)

1/8” IP 
Thread
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Zero Block™ for Double Arm

Technical Support: 707-996-9898

For use with System | 107

Mounts System | 107 mid sections to surface. Allows direct 
feed to arm through male 1/2” NPT thread. Mounts to work 
surface or similar from 1/8” to 1-1/2” thick using a 13/16“ hole. 
8” is required behind mounting surface for proper installation. 
Zero block cannot be adjusted after installation. 

®
Adaptive architectural lighting systems

PART NUMBER

DESCRIPTION

CAN-107-D-0B

Canopy, System LED 107, double arm, zero block

© 2018 Vode Lighting LLC. All rights reserved. | 21684 8th Street East, Suite 700, Sonoma, CA 95476 | 707.996.9898 

Male 1/2”- 14 
NPSM Thread

O 1.5”
(38 mm)

O 0.8”
(20 mm)

O 1.5”
(30 mm)

0.87”
(22 mm)

2.6”
(66 mm)

0.6”
(15 mm)
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